
The Pyxis family of routers provides a highly flexible solution for all your small and medium 

size routing applications. Taking on board Pro-Belôs 30 years of experience producing top 

class products, Pyxis has all the features you would expect from a Pro-Bel router ï excellent 

build quality, high reliability, and excellent value for money.  

 

Pyxis features a wide range of signal cards in a choice of a 1RU or 3RU frames.  All cards are 

removable from the front allowing ease of maintenance and removing the need for the router 

to be de-cabled should servicing be required.  Both frames can be configured with dual  

redundant power supplies, and signal cards are available for all common broadcast formats, 

1080p 3GBit/s, HD-SDI, SDI/ASI, Wideband Analogue Video, Analogue Audio, AES Audio and 

RS422.  The SDI and Analogue Video cards are also suitable for routing a wide range of Telco 

signals (STM-1, STM-4, T4, E4, T3, E3) as well as XVGA signals. 

 

Video  

Specifically designed for full 3GBit/s compliance, the Pyxis 3GBit/HD/SD range offers  

exceptional quality signal routing. Each router size is available as 3GBit/HD/SD capable, or 

alternatively in a more cost effective SD/ASI variant. Non-reclocking and reclocking options 

are available in 3G/HD/SD capable cards. 

 

All video router cards are dedicated sizes, providing optimum signal integrity and a highly 

cost effective solution. 

 

Audio  

The audio router cards offer field expandability and mix & match between analogue, AES and 

Madi I/O. Analogue conversion uses programme quality converters on inputs and outputs.  

 

Synchronous AES signals can be cleanly switched between AES and analogue cards.    

Expansion between cards is via dedicated interconnections within the frame, allowing  

additional cards to be added in the field. Input sample rate converters allow for operation in a 

mixed sample rate environment, or with non -synchronous external signals. 

 

All signal types can be mixed in any combination in the same frame, allowing smaller multi 

level systems to be configured in just 3RU. 
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FEATURES 
 

Flexible multi-format, multi 
level router range 
 
High packing density with 172 

HD-SDI in 1RU up to 722 HD-
SDI in 3RU 

 
Up to 1442 Stereo AES and 
Analogue Audio in 3RU or 362 
in 1RU 
 
3Gbit/s capability on all HD-
SDI routers 
 
Mix and match all common 
broadcast signal types: 
3Gbit/s, HD-SDI, SD/ASI  
in 722, 342, 172  sizes.  

AES, Stereo Analogue Audio 
in 1442, 1082, 722, 362  sizes. 
Mixed analogue, AES and 
MADI I/O up to 272 2. 
 
Wideband Analogue Video - 
642, 322, 162 also  
configurable for RGB 
 
Dual redundant PSUs 
 
All active parts removable 
from the front for ease of 
maintenance 
 
Integral control system with 
dual redundant  control option 
in 3RU frame 
 
Integrated Audio  
converters allowing mix and 
match of AES and  
Analogue Audio in the same 
frame 
 
342 HD-SDI and 4 levels of 362 
Audio in a single 3RU frame 
 
Audio modify functions 
L R swaps, L Both, Mono 
mix etc) 
 
Quiet switching of discrete 
AES/EBU digital audio  
option  
 
Interface with Pro -Belôs full 
range of control panels and 
MCM soft panels 
 
AES Sample Rate Converter/
Synchroniser on all inputs 
 
RS422: 128, 64 and 32 port 


