
Compass & Sextant Automation 
Operator’s Workstation Configurations 
 

APPLICATION NOTE 

The Operator’s Workstation for Compass and Sextant automation allows several event lists to be viewed at 
the same time.  This can be used for multi-channel control from a single seat, or for schedule preparation 
and editing for a single-channel system. 
 
The system can be installed in different configurations, single or multi-channel, with one or two SVGA 
monitors. 
 
On-line and Off-line 
A terminal is considered off-line if not connected to the Compass or Sextant automation controller.  The 
off-line terminal can be used to directly edit a schedule file prior to loading into the controller. 
 
The on-line terminal is connected to the automation controller, and displays a copy of the on-air schedule 
in the event store of the controller.  Any editing is performed directly on the live event store.  The on-line 
terminal also displays full source and event status and can be used for direct control of the automation 
from the manual intervention dialog box. 
 
Single and Multi-channel 
The basic terminal can display a single list, which may be on or off-line.  The multi-channel terminal  
displays two windows, one with a single channel detail list, and the other shows multiple channels as a 
view only.  All editing is undertaken in the single-channel window.  The dual-window display uses two 
SVGA monitors with a total display area of 1600 x 1600 pixels. 
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Hot-list 
 
This is an optional third window that can be used for frequently used items such as promotional material 
or channel idents.  These items may be required to fill small gaps in schedules to correct timing up to a 
fixed start event. 
 
Items can be copied from the hot-list into the primary editing window by drag-and-drop for rapid  
schedule changes (or by cut and paste). 
 
Configurations 

*   Second monitor is an option and requires the HW-0221-02 Dual SVGA card to be installed. 
 
 
PC Hardware required 

Function Order Code Primary Monitor  
Display 

Secondary 
Monitor Display 

No. of Event Lists 
(schedules) 

Off-line edit  
terminal CP-4100-04 Off-line schedule 

editing Hot-list * 1 

On-line edit  
terminal CP-4100-03 On-line schedule 

editing Hot-list * 1 

Multi-channel edit 
terminal CP-4100-05 Single on-line  

channel editing 
2 on-line channels 
view + hot list 2 

Additional lists  
option CP-4100-06 Single on-line  

channel editing 
4 on-line channel 
view + hot list 4 

Function Order Code GW-0210-01 Dual  
RS-422 Card 

HW-0221-02 Dual 
SVGA Graphics  
Adaptor 

Off-line edit terminal CP-4100-04 No Option 

On-line edit terminal CP-4100-03 Yes Option 

Multi-channel edit  
terminal CP-4100-05 Yes Yes 


